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Assembly & Mounting Instructions 
 
 
 

Danbury Arbor 

-  Read instructions through carefully before 
    beginning assembly. 
-  Identify each component from material list. 
-  When assembling components, place on a 
    non-abrasive surface to avoid scratches. 
-  Do not use excessive force when assembling 
    components. 
-  In the event of missing or defective parts, 
    please call our customer service department 
    at 1-800-282-9346 (ext.#20). 
 
 

General Information: 
 
 

-  Tape measure 
-  Level 
-  Shovel 
 

Tools Required: 
 
  

- Four 2” x 4” treated wood posts. 
- Bags of pre-mix concrete. * 

* Strongly recommended for installation in  
   high wind areas. 
  
           
 

Materials Included: 
 
 

Materials (Optional): 
 
 

(Not Included) 
 

 

 

For a standard installation, dig four 10” deep holes in the  
marked locations. Note: for a deeper installation, you can use 
treated wood extensions (not included). Slide the wood into the  
vinyl posts, and fasten using screws. For extra strength, we also 
recommend using concrete.  

Set the arbor into the holes, and check each post for level.  
Verify the post spacing, and adjust as needed. Once the desired 
orientation has been achieved, backfill each hole. 

If you have any questions concerning the assembly or installation of this product and require assistance, please call our Customer service 
department at 1-800-282-9346 (ext.#20), Weekdays from 8:00 am. to 4:00 pm. Eastern standard time. 
If you have any comments or suggestions about our product or service, please let us know! Call: 1-800-282-9346 (ext.#24). or E-mail: 
info@newenglandarbors.com 
To learn more about us, visit us on the web at: www.newenglandarbors.com 

Questions ? : 
 
 

Stand your assembled arbor up in the desired location. Verify  
the measurements between each post, as shown in (Fig 2) on the  
front cover. Mark each post location on the ground, and set the  
arbor aside. 

1        2” x 3 1/2” x 94” Posts 
2        7/8” x 1 1/2” x 23” Rails 
3        1 3/4” x 3 1/2” x 47 1/2” Beams 
4        1 3/4” sq. x 26” Filters 
5        1 3/4” x 3 1/2” Pergola caps 
6        1 3/4” sq. Pergola caps 
7        23 3/4” x 48” Diamond lattice 
8        Hardware kit (Includes): 
          2” x 3 1/2” External post caps 
          Tube of vinyl cement 
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(Fig. 1) 
 
 
 

Product dimensions & Part 
identification. 
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(Fig. 2) 
 
 
 

Post layout for installation. 
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